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The PK series pressure switch is designed for refrigeration and air conditioning system product applications, for 
general or high-low control limit requirements. 
 
Features of PK series: 

 Standard product for Freon, air, liquid and other non-corrosive media.  Product can also be used for special 
ammonia refrigerant applications. 

 Fluid temperature allowance -10 C ~ 100 C. 
 SPDT (Single Pole Double Throw) contact to ensure reliable conversion. 
 Standard model products consist of copper bellows and brass pressure interface.  Ammonia refrigerant based 

products include stainless steel bellows and stainless steel pressure interface  please notify this before 
ordering. 

 Standard international mounting bracket provided, and can be installed in any system position. 
 Vibration resistance. 
 CE marked. 

 
 

Specification  Single Pressure 
     

Model 
Pressure Range (bar) Pressure Diff. (bar) Factory Setting (bar) Max. Bellows 

Pressure (bar) 
Min. Max. Min. Max. OFF ON 

PK502 -0.5  2  0.20  0.7  1  0.5  16.5  

PK503 -0.5  3  0.35  1.5  2  1  16.5  

PK506 -0.5  6  0.6  4  3  2  16.5  

PK506M -0.5  6  
1 

3  
Manual 
Reset 16.5  

PK110 1  10  1  3  6  5  16.5  

PK516 5  16  2  5  10  8  33 

PK520 5  20  2  5  16  14  33 

PK530D 5  30  3  10  20  15  33 

PK530 8  30  3 ~ 5 20  15~17 33 

PK530M 8  30   5 20  
Manual 
Reset 33 

 
Note: 

1.   
2.  ndard, if any customized connection as SAE 

 
3.  
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Specification  Dual Pressure 
 

Model 

Low Pressure 
(bar) 

High Pressure            
(bar) 

Contact Reset 
System 

Factory Setting 
(Low Pressure) 

Factory Setting 
(High Pressure) 

Range Diff. Range Diff. Low High OFF ON OFF ON 

PK830 -0.7~6 0.6~4 8~30 3~5 (Fixed) Auto Auto  3 2 20 15 

PK830H -0.7~6 0.6~4 8~30  5 Auto Manual 3 2 20 Manual 

PK830D -0.7~6 0.6~4 8~30  5 Manual Manual 3 Manual  Manual 
 
Note: 

1.  
2.  

 
3.  
4. Max. bellows testing pressure: LP 16.5bar, HP 33bar. 

 
 
 
 
 
Dimension: 
 

 
Single Pressure Switch 
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Dual Pressure Switch 

 
 

 

 
Installation: 
 

 
Single Pressure Switch 

 
 


